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IRREGULAR

RESILIENT CONNECTION BETWEEN
PIPES AND MANHOLE REQUIRED
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DISCHARGE

ELEVATION SECTION

PROCESS
DISCHARGE

PIPES VARY IN SIZE

SECTION A-A

NOTES:
1. MANHOLE COVER TO CONTAIN ONE PICK HOLE.

D&L SUPPLY P/N A-1180 (OR EQUAL).

N

CONCRETE WITH A POURED BASE.

o

WHERE NECESSARY. FLAT LIDS SHALL BE OF

PUBLIC WORKS.

S

SEE SPECIFICATION DIVISION 5 FOR COVER LABEL.

. SAMPLE MANHOLE MAY BE CORRUGATED METAL PIPE
WITH A POURED BASE WHEN LOCATED IN A NON-TRAFFIC
AREA. IF LOCATED IN A TRAFFIC AREA IT MUST BE

FLAT LIDS MAY BE USED IN LIEU OF ECCENTRIC CONES

ECCENTRIC

DESIGN AND MEET H20 LIVE LOADING. NO FLAT RING
AND COVERS WILL BE ALLOWED UNLESS APPROVED BY

. LATERALS TO BE IN SEPERATE TROUGHS IN MANHOLE.

STATEMENT OF USE

AND J-U-B ENGINEERS CAN NOT BE HELD LIABLE FOR MISUSE OR CHANGES REGARDING THS DOCUMENT.

THIS DOCUMENT AND ANY ILLUSTRATIONS HEREON ARE PROVIDED AS STANDARD CONSTRUCTION DETALS WITHIN
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TYPICAL SAMPLING MANHOLE

STANDARD
DRAWING

NUMBER: 1 2
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PLOT SCALE: 1.000
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