STD. 24" MANHOLE RING W/SOLID COVER

CAP & CHAIN SECURED TO STAND PIPE 2" NPT GALV.SPOOL W/ 2" x 2'/;" REDUCER.

2'/>" BRASS NIPPLE W/PIPE END THREADED
FOR 2!/>" FIRE HOSE CONNECTION.

SURFACE GRADE SPOOL WITH FIRE HOSE CONNECTION TO BE A
\ MINIMUM OF 1* BELOW BOTTOM OF MANHOLE COVER.

NATIVE BACKFILL i )}
~ N\ :
30" CONCRETE PIPE x 2"0"\ NOTCH BOTTOM OF 30" CP FOR 2" PIPE.

2" SCHD 40 PVC PIPE
2'BRASS 90° ELBOW—— | | |
|
I 38

2"BRASS NIPPLE s

2"PVC x MIPT ADAPTER
6" GRAVEL

2" BALL VALVE

NOTE:

8'LENGTH OF 2/>" FIRE HOSE TO BE FURNISHED WITH EACH AR INLET &

REMOVAL FACILITY - FOR CURB & GUTTER INCLUDE A 2!," MALE END ADAPTER &

A 2'/>" FEMALE END ADAPTER WITH AN AKRON SWIVEL ELBOW #232 - 45 DEGREES AT THE
FEMALE END. HOSE & FITTING TO BE RATED FOR 120 PSI WORKING PRESSURE.

STANDARD SECTION WHERE NO
STREET IMPROVEMENTS EXIST

SQUARE CONCRETE COLLAR SQUARE CONCRETE COLLAR

SURFACE GRADE o ASPHALT SURFACE
: i ROADBASE
o ]
BRASS PLUG § T
IMPORTED GRANULAR MATERIAL
IMPORTED GRANULAR MATERIAL
n Il VALVE BOX
"2
VALVE BOX
NATIVE BACKFILL/ 4" GATE VALVE

-

4" DUCTILE IRON SPOOL
I N
4" 90° DUCTILE IRON BEND 4" OR 6" MAN

(USE_REDUCER
4" MAIN PIPE IF NEEDED)

NOTE:
PLACE VALVE BETWEEN THE AIR INLET AND REMOVAL FACILITY
AND THE LAST SERVICE ON THE LINE, JUST BEYOND THE SERVICE

STANDARD SECTION WHERE
STREET IMPROVEMENTS EXIST
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LINDON CITY. DEVIATION FROM THIS DOCUMENT REQUIRES APPROVAL OF LINDON CITY. LINDON CITY CORPORATION

NUMBER:
AND J-U-B ENGINEERS CAN NOT BE HELD LIABLE FOR MISUSE OR CHANGES REGARDING THS DOCUMENT.

FACILTIY FOR PRESSURE IRRIGATION CAD DWGLC Stdbvgs dg1

PLOT SCALE: 1.000
REVISION

DRAWN BY: CcJC
T [WGDIFY STANGARD SECTIDN WHERE STREET TNPROVEMENTS EXIST TE]WLC[10JAN05 DESIGN BY: MLC
L LINDON CITY B
3 [INSERTED BRASS PLUG ANNDTATION TRG|  MLC[09JANDB -

100 NORTH STATE Fie AT ——
NO. | DﬂPﬂON BY [ APR. [ DATE

15 JAN 0B




